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HIGHWAY BOUNDARY

 

KERB EDGE FOR WINDHOVER ROUNDABOUT

PROPOSAL

 

PROPOSED FOOTWAY EDGE

PROPOSED CARRIAGEWAY WIDENING

EXISTING PAVED AREA TO BE PLANED 

OUT & INLAYED / OVERLAY WITH REGULATING

COURSE (IF REQUIRED)

 

PROPOSED FOOTWAY CONSTRUCTION

                                PROPOSED TRAFFIC SIGNAL

PROPOSED GULLY

PROPOSED EARTHWORKS

VEHICLE RESTRAINT SYSTEM

PROPOSED GUARD RAIL

PROPOSED PRECAST CONCRETE KERB.

PROPOSED TACTILE FLAG PAVING

                                         EXTENTS OF WORK

                                         PROPOSED TRAFFIC SIGNS

PROPOSED RETAINING WALL
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Tactile Paving
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NOTES

1. DO NOT SCALE FROM THIS DRAWING.

2. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE

STATED.

3. LIMITS OF WORK ARE APPROXIMATE AND ARE TO BE AGREED

ON SITE WITH THE OVERSEEING ORGANISATION.

4. EXISTING ROAD MARKINGS TO BE REMOVED BEFORE LAYING

NEW ROAD MARKINGS ONLY IN THE AREAS WHERE NEW ROAD

MARKINGS ARE PROPOSED.

9. ALL ROAD MARKINGS TYPES / COLOURS & DIMENSIONS SHALL

BE IN ACCORDANCE WITH TSRGD 2016.

10. HEALTH AND SAFETY:

THE CONTRACTOR SHALL BE AWARE OF ALL STATUTORY

UNDERTAKERS PLANT THAT MAY BE LOCATED WITHIN THE

SITE. PLANS SHOWING APPROXIMATE LOCATIONS HAVE BEEN

SUPPLIED BY THE SERVICE MANAGER.

11. DRAINAGE ASSESSMENT AND DESIGN TO BE UNDERTAKEN IN

DETAIL DESIGN STAGE INDICATIVE PROPOSALS ONLY SHOWN.

12. SIGN ASSESSMENT AND DESIGN TO BE UNDERTAKEN IN DETAIL

DESIGN STAGE INDICATIVE PROPOSALS ONLY SHOWN.

13. ANY PROPOSED IMPROVEMENT BEYOND HIGHWAY LAND

BOUNDARY IS SUBJECTED TO THE CONSENT OF LAND OWNER

& APPROVAL OF OVERSEEING ORGANISATION.

14. FOR TRAFFIC SIGNAL DRAWING REFER DRAWING NO.

HCCSPCO-ATK-HTS-C315-DR-CH-000001 TO 000006.

15. THIS DRAWING IS INTENDED AS A PRELIMINARY OPTION

DESIGN & IS NOT FOR CONSTRUCTION PURPOSE.

16. HIGHWAY BOUNDARY SHOWN IN DRAWING IS EXTRACTED

FROM AVAILABLE INFORMATION & SAME SHOULD BE VERIFIED

AT SITE.
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SAFETY, HEALTH AND ENVIRONMENTAL

INFORMATION

In addition to the hazards/risks normally associated with the types of work

detailed on this drawing, note the following significant residual risks

(Reference shall also be made to the design hazard log).

Construction

Live traffic

Live utilities, Presence of soil contamination, asbestos, tar and breaking of

concrete not known.

Maintenance / Cleaning

None

Use

None

Decommissioning / Demolition

None
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